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( BEGIN " ) 
SET INITIAL 



RECEIVE FREQUENCY 




DISPLAY AND/OR SELECT OPTIMUM 
TRANSMISSION FREQUENCY 



( END " ) 
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( BEGIN ^ ) 




GET NEW GEOPOSITION 
(E.G. FROM CELL PHONE, GPS UNIT, 
KEYBOARD, ETC.) 
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LOOK UP AVAILABLE 
FREQUENCIES FOR NEW 
GEOPOSITION 



DISPLAY AND/OR SELECT OPTIMUM 
TRANSMISSION FREQUENCY 



( END ^ ) 
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( BEGIN ) 



I 



SET INITIAL FREQUENCY 




MARK THE FREQUENCY AS UNAVAILABLE 



INCREMENT FREQUENCY 



MARK THE FREQUENCY AS AVAILABLE 



EVALUATE THE AVAILABLE FREQUENCIES 



I 



MARK / SELECT AN OPTIMUM AVAILABLE FREQUENCY 
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DISPLAY THE OPTIMUM AVAILABLE FREQUENCY 



INCREMENT FREQUENCY 
1 



TRANSMIT CHANNEL SELECTION SIGNAL COMPRISING 
THE OPTIMUM AVAILABLE FREQUENCY 



TRANSMIT PRERECORDED AUDIO SOURCE MATERIAL ON 
THE OPTIMUM AVAILABLE FREQUENCY 
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( END " ) 
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( BEGIN ) 



402 



REQUEST AVAILABLE TRANSMISSION FREQUENCY 




OBTAIN NEW GEOPOSITION INFORMATION, E.G. FROM 
CELL PHONE, GPS RECEIVER, KEYBOARD, SET OF SWITCHES, 
OR PROM, ETC. 



USE NEW GEOPOSITION INFORMATION TO FIND AVAILABLE 
TRANSMISSION FREQUENCY, E.G. FROM A LOOK-UP TABLE OR 

DATABASE 
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USE PREVIOUSLY AVAILABLE TRANSMISSION FREQUENCY 
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DISPU\Y AVAILABLE TRANSMISSION FREQUENCY 
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TRANSMIT A CHANNEL SELECTION SIGNAL COMPRISING THE 
AVAILABLE TRANSMISSION FREQUENCY 
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TRANSMIT AUDIO SOURCE MATERIAL ON AVAILABLE 
TRANSMISSION FREQUENCY 



( END " ) 
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( BEGIN ) 



RECEIVE A CHANNEL SELECT SIGNAL FROM AN ANCILLARY 
DEVICE, E.G. A PERSONAL SOUND 
GENERATION/REPRODUCTION SYSTEM 



SELECT AN FM CHANNEL WITHIN BROADCAST BAND, 
E.G., BETWEEN 87.7 AND 107.9 MHZ IN U.S.A. 




OPERATE THE RF RECEIVER TO RECEIVE AN AUDIO SIGNAL ON 
THE FM CHANNEL FROM THE ANCILLARY DEVICE 



AMPLIFY THE AUDIO SIGNAL USING AMPLIFIER COUPLED TO 
THE RF RECEIVER 
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REPRODUCE THE AUDIO SIGNAL THROUGH A SOUND 
TRANSDUCER, E.G. A LOUDSPEAKER, HEADSET, ETC. 
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( END ) 
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